


08 Grounding

09 PV Connector Assembly and Connection

10 AC Connector Assembly and Connection

11 Communication Connector Assembly and Connection
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The system modules has 3 grounding points as follows. Any one of 
these grounding points can be used for grounding.
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Check open-circuit voltage is less than
power controller input limit 1000V.
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2.5-6 mm2

Don’t crimp
 this part!

Crimping plier to cable ends

Pin De�³nit ion Descript ion 

Pin 2 EPO+ Emergency stop button signal, to be short-circuited 
via external switch, for manual quick stop in case of 
emergency Pin 3 EPO- 

Pin 4 METERA_RX (CT+) 
For communication connection to meter 

Pin 5 METERA_TX (CT-) 

Pin 6 SHARE_I_R 

For parallel connection 
Pin 7 SHARE_I_S 

Pin 8 SHARE_I_T 

Pin 9 GNDS 

Pin 14 DRM0 
For AS4777 standard (Only DRM0 is available) 

Pin 15 GNDS 

RJ45-2 LINK0 For parallel connection 

RJ45-2 LINK1 For parallel connection 

 2.5+/-0.1 Nm
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Connecting to 11-20 holes

7.5±0.5
33±2

 
Connecting to 1-10 holes

7.5±0.5
55.0±2


